From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Allen Tucholski <allent@en.com>
Subject: 10 ohm 55 watt wirewound resistors $1.00 each
Message-ID: <2.2.32.19970419230002.00833ea8@en.com>

Hello everyone,

I still have about 200 or so new 10 ohm 55 watt wirewound resistors left.
These are military quality, manufactured by TRW. 
These are great for audio load banks or a power supply load banks.
(series parallel connected the possibilities are endless) 
These resistors are stackable thru mounting pads provided.
Size is about 3.5 inches long, 1 inch wide, 0.5 inches high.
mounting hardware is included.


Minimum order is 20 pcs.
Shipping will be U.S. mail priorty mail.
$4.00 for shipping, packaging and handling.

Reply by e-mail if interested


Allen
KB8MTZ



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: "Lon W. Cottingham" <k5jv@swweb.net>
Subject: bad address?
Message-ID: <335A43DF.3140@swweb.net>

Paul Christinson,

	I have tried twice to answer your E-mail and both attempts have been
returned with destivation path invalid.
-- 



73 de Lon, K5JV



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Paul & Sandra Bock <bocks@erols.com>
Subject: Beam filter info
Message-ID: <3359824D.42E4@erols.com>

I'm sitting here looking at a Beam Filter as I type.  Mine is black 
wrinkle, and has a nomenclature in the lower left corner of the 45-degree 
sloped front panel which says "N.A.F. 68304".  The filter has a 
front-panel rotary switch with three positions:  "RANGE", "PHONE", and 
"BOTH".  There are two front-panel 1/4" phone jacks, one on each side of 
the switch, and an attached 3' black rubber cord coming out of the left 
side with a (1136-1) 1/4" phone plug.  It has the usual Navy orange 
anchor with US on the rear.  The base is flanged with two mounting holes 
on each side.  It also has a hole plug on the right side, presumably 
because the cord was sometimes brought out of the right side instead of 
the left.

     I was told many years ago when I bought it (about 1960) that it 
could be mounted right side up or upside down, and the panel lettering 
bears this out since the switch has a straight black phenolic bar knob 
with two white index marks (one on each end) and the RANGE-PHONE-BOTH 
legend is printed *upside down* below the knob and right side up above 
it. 

     The filter works very well as long as the receiver in question has a 
surplus of audio output, as the filter is quite lossy (I seem to recall 
something on the order of 10 to 20 dB, but I couldn't swear to that).  I 
used it in the '60s with a BC-348-H and it works great.

     The VOICE and BOTH positions appear to be the same bandwidth, 
although I've never measured it.  The RANGE position is the narrow one, 
and was used for copying the LF radio range CW beacons and CW weather 
transmissions.

     There was an article in QST in the early '60s about building an 
audio CW filter using a beam filter as the "tuned element", with 
amplification to overcome the loss.  The article recommended a variety of 
beam filter which was *unpackaged* and I do remember that Fair Radio (or 
whomever I bought this one from) sold both types.  The unpackaged one was 
just the potted (or should I say "tarred") LC filter assembly "guts" of 
the unit with no connectors, switch or cord included, as I recall.

     From the nomenclature it is obviously a Navy procurement, for use by 
Nasal Radiators-oops, I mean, Naval Aviators.

     I think they sold for about $2-$3.  Things were much cheaper (and 
more plentiful) in them days.....if I'd known what was going to happen 
with boatanchors, I'd have bought a truckload of them, ARC-5s, etc., and 
saved them until now!  ;-)

     And no, this one is *not* for sale.

     If I have time tomorrow I'll go down to the bench and make all the 
necessary measurements to characterize it by audio center frequency, 
bandwidth (all three positions), and insertion loss - but someone may 
already have done this, and if so let's hear from you.

   73,

   Paul, K4MSG


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: "P. J. Rovero" <provero@connix.com>
Subject: Re: Beam filter info
Message-ID: <Pine.BSI.3.95.970419214215.3057B-100000@comet.connix.com>

Actually, the beam-voice-both boxes do not have the same
bandwidth on voice and both.  Beam is a narrow CW peak
filter; voice is broadband with the same narrow CW filter
as a notch, both is no regular receiver audio.


P. J. "Josh" Rovero         email: provero@connix.com
Oceanographer               work:  rovero@sonalysts.com
Meteorologist               radio: KK1D
Curmudgeon at Large         web:   http://www.connix.com/~provero/




From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Dave Creek <dcreek@pixi.com>
Subject: Re: Beam filter info
Message-ID: <Pine.PCW.3.95.970419162139.6807B-100000@annex07-21.pixi.com>


The beam filter box was used to allow the communications receiver to be
used as a navigational aid. 
The system was known as an "A-N Range". The ground station transmitted on
LF with a directional antenna system that beamed the signal in four
different directions aproximately 90 degrees apart. The signals were
further differentiated with the left side of each beam modulated with a
mcw 1000 cps tone transmitting the letter "A". The right side of each beam
was modulated with the letter "N"
At least two beams or legs were aligned along an airway that was marked on
the navigational charts. If the ground station was at the intersection of
two airways, the other two legs were oriented on the other airway,
otherwise they just pointed out into uncontrolled airspace.
To use the system, the pilot flew until he intercepted the range signal
and then turned to fly the center of the beam. When the aircraft was in
the center of the beam, the A and N signals merged together into a steady
1000 cps tone. The filter box was used to reject any other signal except
the range modulation and a MCW ID. The pilot flew to maintain a steady
tone. If he started hearing "A"s, he corrected to the right, if he started
hearing "N"s he corrected to the left. This was a very practical system
for its time (1930's - early 1950"s). It was replaced by the VOR system
and later DME-TACAN although a VHF version of the A-N Range was still in
use to mark the corridors in and out of Berlin, Germany into the 1990"s.

A little more Boatanchor trivia.

73 es Aloha,

Dave Creek, NH6BA
Ewa Beach, HI
dcreek@pixi.com 



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Ho4bart@aol.com
Subject: Re: Beam filter info
Message-ID: <970420100448_-199894218@emout03.mail.aol.com>

In a message dated 97-04-19 20:40:13 EDT, bocks@erols.com (Paul & Sandra
Bock) writes:

<<     If I have time tomorrow I'll go down to the bench and make all the 
 necessary measurements to characterize it by audio center frequency, 
 bandwidth (all three positions), and insertion loss - but someone may 
 already have done this, and if so let's hear from you.
  >>

i remember seeing an article on just this use in a U.K. mag, "Short
Wave", somewhere in the late 1940s, and it's probably in my archives,
i mean paper archives,  which are archive & lose type. so do go ahead
with the plotting.  btw, the article had you shunt the filter with a pot so
as to vary the selectivity.  and also BTW,  NAF=Naval Air Factory
i believe.   hue miller


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Ho4bart@aol.com
Subject: Re: Beam filter info
Message-ID: <970420101025_673065018@emout05.mail.aol.com>

In a message dated 97-04-19 22:57:10 EDT, dcreek@pixi.com (Dave Creek)
writes:

<< The signals were
 further differentiated with the left side of each beam modulated 
with a  mcw 1000 cps tone transmitting the letter "A". The right
side of each beam  was modulated with the letter "N" >>

did i not read somewhere that there was no actual AM modulation,
that the tone was the result of 2 carriers mixing? or is this on  
some other LF system?   hue miller


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: pmills@A.crl.com (Phil Mills)
Subject: Belton again
Message-ID: <199704192330.AA05780@A.crl.com>

Well, as Gary Harmon said, it was a blast.  (yes, Don, that was
my SB-102 that Gary bought....took him another 5 minutes after
you left to make up his mind).

I tailgated for the first time and sold a bunch of projects that
were never going to get done....and a lot of small stuff...
certainly nothing particularly worth shipping anywhere.

My trades/purchases...

R-725 or so I'm told, guess I'll have to get a repro tag from Lon...

Urm-25 signal gen with all cables and attenuaters for $75
100 feet of new RG-8/U coax for $35
All the QST's I needed to complete my '45 to '75 run except
for the March 71 issue.

an HP audio generator (audio to 500 kc!) and vtvm for $10

2 HP nixie tube digital voltmeters, a Tek 503 scope, and
an HP Klystron power supply for $10....the guy was trying
to clear off his trailer load and said "everything is now
2 for $5"...

A list member helping me sell hit paydirt early while I was
setting stuff out...he got a Drake TR-4Cw with RIT for....well,
I'll let him tell the story...let's just say it may have been
the bargain of the day.

Again lots of BA's...ARC 5 receivers and transmitters but
nothing to brag about, BC-312 and BC-348

thanks & 73,
Phil
  ***
Phil Mills, AB5TH            *****  WTB   14th edition Radio Handbook   *****
pmills@a.crl.com             *****        16th    "      "      "       *****
281-992-5762  days           *****        March 1971 QST                *****
Near Houston, TX



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Mike Flicinski <k2uxe@ibm.net>
Subject: Belton Blast
Message-ID: <33598489.30F@ibm.net>

Gary Harmon hit the nail on the head... Belton was great! 

I'm not sorry the Marauder didn't sell... I enjoy using it too much on 
3579.5. 

Hooked up with Dennis W5FRS and we exchanged glass-based items. I ran
into a beautiful Heath Kompact Kilowatt HA-14 complete with AC and DC
power supplies and a spare pair of 572Bs for just $325. 

As usual, tubes sold well with many folks appearing at the table with
their lists.

Strange phenomenon continues with S-38s priced higher than much more
capable receivers. Never will understand that.

Good hamfest, great to see the many fellow-anchorites there!

Mike K2UXE


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: k0wo@juno.com (BIGHORN MUSEUM OF AMATEUR RADIO)
Subject: Re: Colby
Message-ID: <19970419.200100.8151.4.K0WO@juno.com>

BTW....... Guess Colby wasn't a total bust.........

My XYL, LaVon, KB0WIW upgraded to Extra
@ Thier VE Session!!!

Don't know who's more excited!!!

Don, K0PV


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: k0wo@juno.com (BIGHORN MUSEUM OF AMATEUR RADIO)
Subject: Colby KS Report
Message-ID: <19970419.193944.8151.2.K0WO@juno.com>

Sorry that I cannot give such a "glowing" report on Colby
as what went on in Belton.
Had 7 tables of BAs and came home with 6 1/2!!!
Fielded such questions as:
Whats a VFO?
Would you take $10?
Will it operate 2mtr FM?
Whats CW?
Whats AM?
GEEEEEZ!!!!

Bought a few items myself.  XYL said she thought we were
supposed to be selling!

Had (and still do) an absolutely beautiful HQ-170AC w/spkr
for $180 and no one even looked at it!!

Seen a "mint" HQ-140X go for $25!!  I was too late!

Still have a few nice items.  Don't have enuff time B4 the move to
do another list, and E-mail service will be down next week, so if
you are looking for anything inparticular off our last list(s)---------
You can LL me @ (719) 763-2296.  The other # has been shut
down already.

Tnx / 73,
Don K0PV
@ The Bighorn Museum


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: w8xq@juno.com (JEFF D WILDER)
Subject: Collins Receivers Wanted
Message-ID: <19970419.220741.14919.0.W8XQ@juno.com>


Hello People
	I'm still looking for Collins rec's  75A3, 75A4 , 51J4 or R388A.
Please reply if you can help me out. Thankyou

		73
		Jeff D Wilder  W8XQ
		Phone: 616 381-4133
		Email: w8xq@juno.com



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: "Lon W. Cottingham" <k5jv@swweb.net>
Subject: Estate Liquidation #4
Message-ID: <335A2EB6.5831@swweb.net>

Greetings to all,

	Ref. the previous three "Estate Liquidation" postings.  Most items have
gone. 

	Two Johnson Desk KW's remain.  The package deals with the Ranger I and
HRO receiver have been popular.  I am about out of HRO's so will offer
the RCA AR-88-F in the package.

	Three Collins "S" Line items remain.  75S2, 75S3A, and complete late WE
"S" line (75S3B, 32S3, 312B4, & 516F2) offered as a set only.

	One 75A4 receiver with three filters, SR# 4,000+ remains.

	One other item that I have not posted but will consider parting with is
a very late RE "S" Line (75S3B, 32S3, 312B4, & 516F2) in the original
(serial numbers match) boxes and plastic bags.  The boxes have been
opened and the rigs operated.  This is as close to new as I have seen in
a long time.  I know that there are some "S" Line's floating aroung out
there in unopened boxes.  Unfortunately, most of them have found their
way to Japan. 


-- 



73 de Lon, K5JV


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: VernSchroe@aol.com
Subject: FS  books and Magazines
Message-ID: <970420114139_1918918751@emout12.mail.aol.com>

Radio News  Nov. 1942--Special US Army Signal Corps issue
Radio News  June 1943--Special US Aviation Communications issue

Inventors Handbook  Fawcett Book 233   1954
Inventors Handbook  Fawcett Book 103   1950

Practical Electronics Fawcett Book  271

Any offers?

Vern K9POU


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Gary Harmon <gharmon@txdirect.net>
Subject: FS:  Old QSTs
Message-ID: <3.0.1.32.19970420084242.006dee9c@mail.txdirect.net>

1927/28/30/32/33 complete sets
1931 missing Nov&Dec
1929 Jan&Dec only

Conditions of individual issues are very good, seem complete, some names
written on front covers, etc.  Basically, typical for magazines this old.

Asking $30 per year plus shipping or will make a package deal.  Trades
considered.  Satisfaction guaranteed.

73,
gary



=======================
Gary H. Harmon, Jr., K5JWK
6302 Robin Forest
San Antonio, TX 78239-3218
(210) 657-1549
gharmon@txdirect.net
TOO MANY PROJECTS, NOT ENOUGH TIME!
==================================


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: gpewitt@execpc.com
Subject: Hammy Speaker sold
Message-ID: <Chameleon.970419192635.gpewitt@execpc.com.execpc.com>

The hammy speaker has gone to a good home where it will
be paired with it's proper mate.  Thanks for all the
info and inquiries.  73  Gary
-------------------------------------
Name: Gary Pewitt N9ZSV/KT  
      6120 W. Calumet Rd. Apt 204
      Milwaukee, WI  53223 
      414 355 8147 Home 414 297 4307 Work
E-mail: gpewitt@execpc.com
From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Terry Burge <terrybu@netman.ENS.TEK.COM>
Subject: Heath SB614 parts needed
Message-ID: <9704200430.AA15400@netman.ENS.TEK.COM>

Hi Gang,
	I mentioned awhile back that I had picked up a partially 
completed SB-614 monitor scope. Well, seems to not be complete. Most
of the parts I can substitube but I would like to ask just incase some
of the parts are available. Also, I'd like to know the significant of
the tantalum 1uf and 10 uf caps...can standard electrolitics be sub-
stituted for them or are their tolerances higher?
	A bit of a problem that might require some custom grinding
is missing 'T' 4-40 X 1/2" screws that the faceplate tracks slip on, I
need 6 of these,250-1194. Possibly a standard Heathkit part in there SB104 and
similar lines. The tube (yes, it has a tube) is missing the 12 pin socket
that is probably just a standard O-scope model. 3RP1/A CRT is the model
number. 434-41 is the missing CRT socket number.
	The last major missing piece is SW1 10 position swith, 1 lead
in to 10 positons out, part 63-1223, 11 lug rotary swith. Almost seems
like this could be replaced by a two or three position switch and a
variable 5-140 pF cap. Might be a good mod too replaceing the 1,5,10,
20,47,100,150 pF disc caps.
	The other parts are just some high wattage resistors, a 1N4002 
diode and such that should be no problem. Any help out there with these
missing parts?

Thanks,
Terry
KI7M



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
Subject: LP filter # MI-17717F???
Message-ID: <199704201259.IAA28366@aa4rm>


It's a beautiful silver plated thing 8.5" l x 2.5" dia.  N connectors @ either
end, one marked "input."  Probably RCA pedigree with the "MI tag".  

And may not be a low pass (limbo) filter, cud instead be a device for 
predicting tomorrow's closing stock prices.  And "MI" may also be a 
Bear-Stearns property tag prefix.

Anyone know any more, anyone need one?

   M


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: W9zr@aol.com
Subject: Mil Manuals Available
Message-ID: <970420110417_-367692176@emout20.mail.aol.com>

TM 11-826/TO 16-40BC610-6  For BC 610, original, no cover,  $25

TM 11-692B-1 and TM 11-692B-2 for ART 13, Original manuals in binder  $30 for
both.

TMC 1  SBE 1 Transmitter original  $15

TMC Pal 350A Amp  Copy     Free

TMC GPE1A Exciter Copy   Free

AF Manual 100-6, Radio Transmitters, Original  $20

AF  Manual 100-5, Radio Receivers, Original  $20


TM 11-692A-1 for ARC 3, original,  maitenance inst., original, $20

Surplus Schematic Handbook by CQ  $10



Add postage to all of the above prices.


73 Randy


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Dave Hollander <davidh@getnet.com>
Subject: Part Needed for S-19R Sky Buddy
Message-ID: <199704200618.XAA07050@getnet.com>

Greetings anchorites!

Just purchased a very nice Sky Buddy except that the plastic dial pointer 
was broken off.This is the plastic dial pointer that hangs over the main 
tuning dial on the S-19R Sky Buddy (and possibly some other Hallicrafters 
of the same vintage). Anybody have an extra one or one off of a parts 
unit??

Please reply directly to me.

73 and TNX,

Dave N7RK

***************************************************************************
***

Dave  N7RK -  Webmaster CADXA
Phoenix, Arizona         *DXCC Honor Roll*    *WAZ#23 - 75 Meter SSB*  

           

                 ex-N7RK/ZB2, VK2ERK, ZM0AJN, WB6NRK


                                 
                                  \\-//         
davidh@getnet.com                 (o!o)        
http://www.getnet.com/~davidh  
------------------------------ooOO-(_)-OOoo--------------------------------
-
E-Mail Address                                        My Home Page        
                              

Visit the Central Arizona DX Association Home page at: 

http://www.getnet.com/~davidh/cadxa.html      



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
Subject: R-390A/URR AGC Woes
Message-ID: <v03007800af7fe86d4381@[134.53.65.12]>

Hi Gang,

I've got an AGC problem in my newly acquired R390A. The problem is that the
carrier level meter drops nearly to zero when the AGC is in the Med or Slow
position, but works okay in the Fast position.  There is no obvious AGC
action at all in Med or Slow, but it works normally in Fast. I haven't got
the technical manual yet, but I found a schematic on the web and determined
that the problem is most likely C551, a non-polarized 2uF/ 500V capacitor,
one end of which is tied to the AGC time constant switch, and the other end
of which ties to the grid of V506A, the AGC time constant tube.

I pulled out the IF module to take a look, and found out that C551 is a
metal can, mounted  on top the module. It will be extremely hard to
replace, since the wires to the multipin connector pass right over the
terminals.  I did manage to measure the leakage resistance, and found it to
be 23 Kohms. This confirms my suspicion that the capacitor is causing the
problem, since in the Med and Slow position, a leakage resistance would
perturb V506's operating point.

Question: Anybody had this problem before  who has  any ideas how to go
about replacing the cap?  Would it be better to track down another IF
module and just replace the whole thing (No need, of course, to replace the
mechanical filters.)  This is an odd cap, since it is non-polarized (at
least I THINK it's non-polarized, with a 500V rating.)  I don't know where
I'd get another one.

73,

Jim Garland W8ZR




From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: JOHN SEHRING <JOHN_SEHRING.parti@ecunet.org>
Subject: SLOW FANS DOWN
Message-ID:  <9704192019.aa17127@pcusa01.ecunet.org>


 > Using a series cap as a sort of current limiter for nicad charging works
 > VERY well... it also produces very little heat... BUT there is one thing
 > to remember: the terminals of the battery(s) will be at 120V and fully
 > capable of a lethal supply of coulombs! 

Yes, the full value of the applied AC line voltage (in pulsating DC form if
battery not connected as a load) is available.  However, it is still
current limited by the series capacitor.  Yes, that may well pass enuf
current to be lethal on wet skin or under the skin depending also on the
voltage.

My solution is to use a small stepdown xfmr such as 115 to 25 (or 15 or
whatever you need) volts or so.  Then *that's* the maximum available
voltage.

 -John Sehring (Fri, Apr 18, 1997 10:17 pm MT @Baker, Montana) UCC WB2EQG


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Mike Warren <m_warren@compuserve.com>
Subject: Sunday N* listing
Message-ID: <199704201012_MC2-149B-E7CB@compuserve.com>

Good morning all,

Today's (4/20/97) listings from the 3908 Northstars Swap net:

1. NC-300, Ralph, 608/231-9195
2. SX-130, Joe, 715/834-4582
3. Viking-II, Dan, 414/255-9165

73,

Mike W5MAZ (in MN)
m_warren@compuserve.com


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: VernSchroe@aol.com
Subject: TEN_TEC
Message-ID: <970420070025_1087333371@emout04.mail.aol.com>

Thanks to all that replied to my TEN-TEC posting.  I just assumed that
because Amateur Electronic Supply doesn't list them in their catalog anymore
that they must be out of business.  Glad to see they are still around.  

Vern, K9POU


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: k0wo@juno.com (BIGHORN MUSEUM OF AMATEUR RADIO)
Subject: THE "Check"
Message-ID: <19970419.193944.8151.3.K0WO@juno.com>

"The CHECK is in the mail" .............. RIGHT!

In the future:  NO items promised or shipped until______

"THE Check has cleared our bank"!

Don K0PV
@ The Bighorn Museum



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: marty@aa4rm.radio.org (locale for Marty Reynolds)
Subject: TV-10 chart binds
Message-ID: <199704201025.GAA27669@aa4rm>


Mine had come untaped on one end.

Remove a roller by grapping an "axle pin" & pulling it out with a
pliers.  Re-tape & re-place axle pin with paper "a little loose."

Then you'll find you can traverse easily from one end of roll-chart
to the other.

If you didn't re-engage roller "a little loose at one end of roll,"
the chart would bind aout 20% the way down the chart.

Sure hope that wasn't too vague.  This ad-hoc technique worked FB
for me some six months back.

The TV-10 makes the TV-7 seem like a Mattel toy.

And I never think about "dead nuts" calibration of a tube tester.  Consider
the variability there is in those little glowing things - and sometimes
great new ones will flunk in really critical assignments like TV sweep
circuits.  Tube tester calibration to me is just as adviseable as
paying for laser-alignment of nut-cracker jaws.

But one idea might be to set transconductance readings to match one tube
that'd been tested in a "calibrated" TV-7.

JMO

   Marty


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: "Dick Dillman" <ddillman@igc.apc.org>
Subject: TV-10/U Fixer?
Message-ID: <79494.ddillman@igc.apc.org>


I've noted mention in the past about a place to get one's TV-7 tube 
tester repaired and calibrated.  Is there such a place for the 
TV-10/U as well?  Mine's working but I'd like to make sure it's within 
specification.  The tube index roller tends to bind up too.  Any 
recommendations?

Regards,

Dick

                             Dick Dillman
                             WPE2VT W6AWO 
                        <ddillman@igc.apc.org>
                       Collector of Heavy Metal:
                 Harleys, Willys and Radios Over 100lbs.



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: Gary Harmon <gharmon@txdirect.net>
Subject: Two Yaesu Transceivers For Sale or Trade
Message-ID: <3.0.1.32.19970419185415.006db24c@mail.txdirect.net>

Two Yaesu transceivers for sale or trade......

FTdx401 with external speaker and manual.  Lights up but nothing else.  No
troubleshooting done.  7-8 condx.
$75 plus shipping.

FTdx401B with external speaker, FV-401 remote VFO and manuals.  Receiver
works fine.  Low power output.  No tubes checked or further troubleshooting
done.  7-8 condx.  $100 plus shipping.

All offers and trades considered except for Phil Mills' SB-610 with a black
cabinet (Yuck)!  Satisfaction guaranteed.

73,
gary

=======================
Gary H. Harmon, Jr., K5JWK
6302 Robin Forest
San Antonio, TX 78239-3218
(210) 657-1549
gharmon@txdirect.net
TOO MANY PROJECTS, NOT ENOUGH TIME!
==================================


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: pmills@A.crl.com (Phil Mills)
Subject: Re: Two Yaesu what?
Message-ID: <199704200112.AA08927@A.crl.com>

>Two Yaesu transceivers for sale or trade......
>

>All offers and trades considered except for Phil Mills' SB-610 with a black
>cabinet (Yuck)!  Satisfaction guaranteed.
>

Gary is certainly a fine gentleman and BA'er, but this remark
certainly proves he is a Philistine*.  That was St. James Gray....

73, Phil

* Philistine - one who is unskilled and uncouth in arts,
literature, and Collins.

  ***
Phil Mills, AB5TH            *****  WTB   14th edition Radio Handbook   *****
pmills@a.crl.com             *****        16th    "      "      "       *****
281-992-5762  days           *****        March 1971 QST                *****
Near Houston, TX



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: William Donzelli <william@ans.net>
Subject: Re: What's a BC-906 freq meter?
Message-ID: <199704192235.AA28130@interlock.ans.net>

> >... just picked up a BC-906C Frequency meter...
> >..150 MHz to 225 MHz...an incoming signal from the
> >antenna give an indication on the meter
> >when the dial is tuned to the right place 
> >(ie, absorption wavemeter)...
> 
> This is correct...it is an absorption wavemeter and not an
> oscillator in itself.  While it had several uses, the most
> common was to set-up the then-secret "Zed-Baker" 200-MC 
> aircraft homing transmitters, which were used 
> throughout the war and beyond.

The BC-906 series was intended to use tuning up Mk III IFF systems. It 
belongs in one of the IE series of test sets, along with (I think) one of 
those cheeseball BC-1066 oscillators (two acorns in a wooden box).

I am a bit suprised by the reference to the ZB homing system. This system 
was tuned to 246 MHz (the YE transmitters can tune a small band, but 
the more common YGs were really designed to work at 246 MHz), a bit out of 
range of the BC-906. TS-1/ARR-1s and TS-24/ARR-2s worked with the ZB system.

William Donzelli
william@ans.net 



From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: William Donzelli <william@ans.net>
Subject: Re: What's a BC-906 freq meter?
Message-ID: <199704200301.AA02154@interlock.ans.net>

> TS-1/ARR-1s and TS-24/ARR-2s worked with the ZB system.

Clarification...

Navy type 60028 Frequency Meter was used to tune up the YG transmitters. 
The TS things were for the receivers.

Incidently, if anyone has a CWS-60028 (it looks a bit like a fire 
extinguisher with a meter) taking up space, I would like to talk to you.

William Donzelli
william@ans.net


From boatanchors@sco.theporch.com  Sun Apr 20 11:27:03 1997
From: heikud@directcon.net (Dennis Heikura)
Subject: WTB SB Items
Message-ID: <199704201535.IAA05316@zeus.directcon.net>

Hi Gang,

Looking for the following items for my Heath SB station, (Isnt Everybody).

     SB-610 Monitor Scope
     SB-620 Scanalyzer, (Heath IF)
     SB-640 Remote VFO, (Heath IF)
     Front extension feet.

Please E-Mail me direct.

73 and Thanks for the Bandwidth.

Denny
WB7EGG



